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THE EXISTING TRAFFIC BARRIER
W BEAM, ON THE OPPOSING

TRAFFIC LANE SIDE, SHALL NOT
BE ANCHORED TO THE CONCRETE
TERMINAL END

28"

ANCHOR BOLTS 4-7" ® GALV.

HEX HEAD BOLTS, NUTS AND 8
RECTANGULAR WASHERS 4 ON
EACH SIDE SEE STD. MD 605.41-02
FOR RECTANGULAR WASHER DETAIL

SECTION A-A
EXISTING W BEAM
MEDIAN BARRIER
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ANCHORAGE DETAILS

W BEAM TERMINAL CONNECTOR SPLICE
BOLTED TO EXISTING W BEAM AND ANCHORED
TO TRAFFIC BARRIER TERMINAL END

O

W BEAM TERMINAL CONNECTOR SPLICE
BOLTED TO EXISTING W BEAM
(SEE STD. MD 104.01-48 FOR

TERMINAL CONNECTOR DETAILS)

PRECAST TEMPORARY CONCRETE
TRAFFIC BARRIER. SEE STD.
MD 104.01-53 AND I04.8I-54
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PRECAST TEMPORARY 32 INCH F
<Il< SHAPE CONCRETE TRAFFIC BARRIE
\. TERMINAL END LEFT SIDE APPRO

@ SEE STD.MD 104.01-52
N

ISOMETRIC
(SEE STD. MD 104.01-37
FOR POST LAYOUT)
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EXISTING W BEAM
MEDIAN BARRIER

ISOMETRIC VIEW FROM
OPPOSING LANES
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